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CAUTION! Read all precautions and instructions in this manual 

before using this equipment.

23N Rev H

Console Frame Assembly

Console

Left Upright

Right Upright

Main Frame

ten Hexalobular Socket Pan Head 
Tapping Screws W/ Serrated Lock 
Washer M8*20 (#15)

four Hex Head Bolt W/ Serrated 
Lock Washer M10*25 (#12)

two Phillip Screw M4*10 (#16)

two Washer Φ11*Φ23*2 (#14)

two Locknut M10 (#13)

two Allen Wrench S= 5, 6

Diameter of bolt

(mm/inch)
M6(1/4") M8(5/16") M10(3/8") M12(1/2") M16(5/8")

Tightening

torque (N.m)
9~12 22~30 45~59 78~104 193~257

Operational

methods for

adult men

The strength of

the wrist

The strength of

the wrist and

forearm

The strength of

the entire arm

The strength of

the arm and

upper body

with all strength

Power Wire

The Fixed Plate 
Of Power Wire



Step 3

1. Attach the Left Upright (#2) and the Right Upright (#3)to the 

    Mainframe use the following parts:

     four M10*25 Hex Head Bolt w/ Serrated lock washer (#12)

     two Φ11*Φ23*2 Washers (#13)

     two M10 Locknuts (#14)

     two M10*165 Hex Bolts (#17)

     two M10*180 Hex Bolts (#18)

2. Put Network Socket with wire (#26) Through the Left Upright (#3).

NOTE: BEFORE YOU DO THIS STEP, PLEASE PUT THE CONSOLE

WIRE DOWN (#19) THROUGH THE RIGHT UPRIGHT(#2).
Step 4

1. Fix the Console Frame Assembly (#1) onto the uprights using:

     six M8*20 Hexalobular socket pan head tapping screws 

     w/ Serrated lock washer (#15)

2. Connect the Console Wire Middle (#20) to the Console Wire 

    Down (#19).

3. Connect Network Socket (#26) to NET cable (#22). 

NOTE: DON'T DAMAGE TO THE CONSOLE WIRE, WHEN 

INSTALL THE CONSOLE ASSEMBLY.

Step 1

Open the packaging box and take all the things out

of it, then move the Deck Frame to a level place.

Step 2

1. Remove the Motor Cover (#8), use the following parts:

     four M6*20 Socket Head Cap Screws (#9)

2. Then you need to take down the following parts that

     fixing bolts for the left upright and right upright.

     four M10 Nuts

     two Φ11*Φ23*2 Washers

Step 5

Remove two M5*15 Philips Screws (#6) 

and Neck Back Cover (#5) from the 

Console Display (#7).

Step 7

Reinstall the Motor Cover (#8), tighten four M6*20 Socket

Head Cap Screws (#9) to fix it.

Reinstall Neck Back Cover (#5), tighten two M5*15 Philips

Screws (#6) fix it on the Console Frame Assembly.

Install the Power Wire (#10) and fix Power Wire Fixing

Plate (#11) on the bottom of the Power Wire. Use the 

following parts:

     two M4*10 Philips Screws (#16)

Step 6

Fix the Console Display (#7) onto the Console Frame Assembly using:

     four M8*20 Hexalobular socket pan head tapping screws 

     w/ Serrated lock washer (#15)

Connect the Console Wire Middle (#20) to the Console Wire Up (#23), 

the wire of Pinboard (#21) to the Connect Wire (#25), the NET cable 2 

(#22) to NET cable 1 (#24), then put these wires to right position.

#19
#26

#20

#20

#22

#19

#19

#26

#7

#5

#8

#7

#5

#6

#25#23

#20
#21

#24

#22

#7

#15


	页 1
	页 2

